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CERTIFICATE OF CONSTANCY OF PERFORMANCE

Notified Body No. 2358

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011
(the Construction Products Regulation or CPR), this certificate applies to the construction product

Species: Spruce (PCAB)
£ | Strength Class: GL24h, GL28h, GL28c
Glued laminated timber Adhesive: MUF, Type | (Casco Adhesives 1247/2526)

Intended use: In buildings and bridges (service class 1, 2 and 3)

Produced by
Easywood SIA

MeZrapnieku iela 6A, Jekabpils, Jekabpils novads, LV-5201, Latvia
and produced in the manufacturing plant at the above address

This certificate attests that all provisions concerning the assessment and verification of constancy of performance described
in Annex ZA of the standard

EN14080:2013

under system 1 are applied and that
the factory production control fulfils all the prescribed requirements set out above

This certificate was first issued on April 05, 2018 and will remain valid until the date of expiry shown on this certificate
provided that the test methods and/or factory production control requirements included in the harmonised standard, used
to assess the performance of the declared characteristics, do not change, and the product, and the manufacturing conditions
in the plant are not modified significantly

EN ISO/IEC 17085
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Certificate number: Date of last issue: Janis Svirksts
2358-CPR-0193 May 25, 2022 Executive director
Date of initial certification: Certificate expiry date: i :
April 05, 2018 April 04, 2025 BM Certification

BM Certification SIA, 15 Jarkalnes street, Riga, LV-1046, Latvia
This certificate remains the property of BM Certification SIA. Further clarification regarding the scope of the certificate and verification of the certificate is
available through BM Certification SIA at the above address or at www. bmcertification.com




